weber. maxitfloor 4650

Fine flow

PRODUCT DESCRIPTION

Weber. manitfloor 4650 Duro Colour & a through coloured, cement based
wealing siFlaoe compound containing spedal cement, sand asd additicnal
béndiers. The material i & rapid haedening and seif-leveling screed
campound Which is supplied in frve colours with alkaline durable pigments,
Drffwdhite, Geny, Fanra Greg Rnd, Gesan and Yellow. Seppled colour camples
should not be companed 10 the Liid compound. it is suited to manual
application, but can also be pumped.

WORKING INSTRUCTIONS

Ligght veendilation in the work seais neceiaany but windows nd apenings
miut b closad sufficiendly io avokd draughis duing and after application,
Inedfaar aned floar temperatuse mast excesd -+ 10C during and after applica-
tios and for one week after that. The nelative humidity of the substrate mise
e g 955, Dehumidifiers mast nod e used for the first teo days

SUBSTRATE

‘Wieber maxirfioor 4650 Dung Colour b neoonmmenided for use on congmeos
substrates. Susface terslle strength of the substrate should be mindmiom 1.5
Mu'rm 2. Shifin kage movements in neady cast concrete should have ceased
othersise reflection cesch formation might ooour, Sebstrates with canvities
A Laigpe unesensess should be levelled wsing weber maxitfloor 4600 Duwo
Base, or wober, maxdtficor 48603 Durn Base Extra on Aoges with heany loads,
Thie temperaiture of the substrate should exceed + 10°C . The substrate should
be surface dry.

PREPARATION AND PRIMING

Thie substrate should be cean, Free from dust, cement , grease or other

I pariTies That mikg ) peevent adhesicn. The subsorate shoekd be primed
twite uaing weber prim 4716 The first priming should be diluted 1:5, the
wtnrud 123 (oan Floor 600 Do Byt 1270, 123 Thee priereer shomsld b dryg nd
haavwe Toemed a film befose Liying with websecmainfioor 4650, The iempers-

FIELD OF APPLICATION

Weber, maitfloor 4550 Duro Colowr can be wied in setal stores. sishes
in shaps, shopping cenbes, store reoes and beary induwstry . The flooe
can be suppled in diffesent natural colours and can be used 1o contrib-
ube to the sesthetic design of the room. however the methads for
afterareatmant and floor maintenance must e adapied 0 the
particular condition of use The surface can receive foot traffic afier 3-5
haurs depending on tem peratune. Light traffic after 24 hours. Fulliralfic
i posibie afber apprax. 1 veeek af normal bemperalune conditicn.,

e ol the substrate duding applcation should esoeed +10°C

MIXING

Weber. maxitfioor #8650 shoukd be applied wsing & miser pump approved
By weabsisr-rruacit. Thae mterisd is miiosd with 2 3% water, which
cormesponds be 5,75 Bires per 25Kg bag. Do not use excesshe waber, While
mmixing, thee water content should be chischid continuoushy by the faw
ring o5t (sine S0mmectdmm ning kARG ensung that the matenal i
correctly mixed and free from separation. it is important o add the
ctipulatied aenoami of water b socis wabir will paduon Sinenognh, in
shrinkage and encourage seqregation. Coevensely reduced water content
i reases vicosity The temperature of the mix thould ideally be betaesn
#1570 and + 207

APPLICATION

Thee maximum wikdth of the puanpable area waries from &8 metres
dmmﬂnm the pump capacity and application thetkness Wider areas
can b temporanily divided with stop-ends. Pumging is carried ot in
SECTHONS 90 thal & new Seolion B pumped B8 quickly a5 possible in oeder
A L & vt edge, A widke spatula of spiled ioller should De used 1o
aasitt the self-lewelling procets. The material can be kaid in thicknessess of
41 5mm. Nomrmal Lper thickness is G-8mm.
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AFTER-TREATMENT

Surface coating weber, maxifiocrdsso DursColowr b5 ready lor Rk loads
without a suface coating but for sesthetic reasond or eade of cheaning it can
b corvered with a suitable coating/ sywtem. When sealing with
waler spluble sealers which are dependent on drying, the surface must be
dry bofore spplication is usdertalon,

PRACTICAL ADVICE

Colour varisticnes inthe finished serface can oocur dee 104 nember of
Taciers such as (i) the peochuct is formelated Fomcementitious Binders with
mimeral pigmenits and colour varlations can resul due o differing amblent
conditions during sppication, (i) the methad of indallation can occaianally
result in hose lines in the finished sarksce, (i) Any future repains 1o the
surface may metult in varationg in colour and lextune,

DREYING TIME

Foot traific 35 hours

Foridift wheeled traffic after 24 hows

Full eraffic after 7 days.

The floor coating/sealer can be inntalled after 24 howrs depending on the
Laypr thiickieess, dryrg conditions. snd product T be used.

SAFETY INSTRUCTION

Hazardcais - corntains gement, which i alialine when wet and an cause skin
irritation. Lke epe prodection, gloves and barrer cream and avoid prolonged
SKin ContaoL. Avnad inhalaton of dust.Yash sEin ooaamanation away with
w00 pp wister Remove splashes o the eyes by prolonged krigation asd
oot b coctor. Do not inget. Refer 1o Heahh asd Safeey Cata Shest

STORAGE
Scrage time in dry conditions and cloded pacicages i & maonths. For
difiveries i bulk the sioee time i 3 morithes langer time may have an

adwerse impact of the leveling propenies

PACKAGE
3 kg bag
1000 ky big bag

Saint-Gobain Weber Lupan Building Material (Shanghal) Co., Lid.
Room 1710 Coean Tower Ko 550 East Yan An

e Sharghai 200000, PRChin

Tk #8621 6361 HB8GS

Faoc #8621 6361 D200

Maxit Building Material (Beffing) Co. Ltd,

Room B 1901-1902 Dongyu Bullding Shuguangsli A 1,
Chaayang District, Beffing 100028, FA China
Telephone:86-10-58222200

Tode-fase BA-10-58 710

PRODUCT SPECIFICATION
Materal consumption 1. 7% v (e thickoness)
Application temgeratue w1 S T
Hardendng time
befiore food traffic 3-5hours
berfigre light wradffic 24 hpurs
befare comman sralfic appeo. | week
Wi thicknois ki
Maximun thickness 15mm
Recommended Layer thickness S-Rrnm
Water demard 5.75 livres per 25 Kg bag (23%)
Compresshee strength €35
Flesural steength F1o
Shrinkage « (L5
Flows mite accoeding to
Wl -mmanon standaed 240 JE0mm
Florey wineg 30 x 3.3 mam 155=160 mim
Drrsity
st il el kit i T
Reactan 1o fine A
Chemical rrcuinements
of cured material appen 11
Pot lilg 1520 minartes (afer adding water]
Wear resiitance
Steel-wheelClass AR1
Color Off-nhiie, Gresy, Exira Geey, Red, Green and Yellow

Fesue Dube: Mov. 208




